BODY
[ ] place neck in neck pocket, align fretboard, place bridge on body, verify 25.5 scale length
[ ] sand body edge
[ ] drill jack hole  (⅞” forstner bit)
[ ] run router around body perimeter
[ ] drill holes to connect pickups to electronics cavity  3/8” or 5/16” extra long drill bit
[ ] drill neck mount holes  (7/64” neck -  3/16” through
[ ] drill bridge holes(Deepen) (7/64”)
[ ] drill ground wire (Size?)
[ ] sand body to 220 grit
[ ] grain raise body
[ ] apply sealer
[ ] apply body color
[ ] apply top clear coat (one or more coats)
[ ] wet sand 1000, 1500 grits
[ ] polish

NECK
[ ] apply glue to neck and fretboard
[ ] insert truss rod, adjuster DOWN
[ ] align neck and fretboard
[ ] wrap neck and fretboard with rubber bands
[ ] scrape and sand dried glue til glue seam clean
[ ] draw center line on fretboard
[ ] lay out dots 3,5,7,9,12 double,15,17,19,21
[ ] center punch dot locations
[ ] drill dot locations 1/4 Forstner bit
[ ] glue plastic rod in place, saw flush after dry
[ ] center punch side dot locations
[ ] drill dot locations 5/64 twist drill
[ ] insert side dot material, trim leaving proud
[ ] sand side dots flush
[ ] adjust truss rod for neck straight  (Flatness)
[ ] radius fretboard using radius sanding beam
[ ] clean slots with .020 saw
[ ] scrape fret dots with razor blade


FRETWORK
[ ] measure slot depth, saw deeper as needed
[ ] clean fret wire
[ ] roll fretwire 12” radius
[ ] clip fret wire from 2’ pieces
[ ] press frets, work from slot 21 to 1
[ ] file fret wire flush on the ends
[ ] file bevel on fret wires on ends
[ ] use fret rocker to determine if all frets are level
[ ] tap or file frets to level all frets

SOLDERING & ASSEMBLY
[ ] install ground wire for bridge
[ ] install bridge on body
[ ] thread pickups through body holes
[ ] solder capacitor to tone pot
[ ] solder pickup wires to switch
[ ] solder signal wire between switch, pots and jack
[ ] solder ground wires to all components
[ ] perform tap-test
[ ] install switch, pots and jack in body
[ ] instal strap buttons
[ ] install tuners in headstock
[ ] bolt neck to body

FINAL SETUP (powerpoint setup file)
[ ] rough-in scale length 
[ ] string guitar
[ ] install string retainer bar
[ ] tension strings until they make a sound
[ ] string heights @ nut
[ ] string heights @ bridge
[ ] tune
[ ] set scale length with compensation with tuner


